
TBS Z-02
Broad Street Bank
INSTRUCTIONS

Congratulations on your purchase of a TownBuilder System kit!
We hope you enjoy assembling the Broad Street Bank, second in 
our series of Z Scale classic American downtown structures. Before 
getting started, please ensure that all of the kit’s components are 
present. The package should contain:

• 11 cast resin parts (4 walls, 1 main entrance, 1 drive-through roof,
   1 drive-through island, 1 drive-through machine, 1 alternate sign,
   2 brick wall plugs for drive-through roof and window openings)
• 4 pieces square styrene strip
• 1 piece styrene tubing
• 1 sheet of window/door parts
• 1 sheet of window glazing
• 1 roof part
• 1 floor part
• 1 pre-wired LED
   with adapter ring

If any of these parts is missing,
please see the contact information
at the end of the instructions to obtain a replacement.

To assemble this kit, you’ll need the following tools and supplies:

• sharp modeling knife
• steel ruler
• cutting mat
• tweezers
• small metal square or square alignment block
• thick, gap-filling cyanoacrylate (CA) glue, such as “Krazy Glue”
• various paints, brushes and washes of your choosing

Begin by familiarizing yourself with all of the kit components. 
Carefully inspect all of the cast resin parts. Please note that large, thin 
resin castings may have a tendency to warp; this is perfectly normal. 
If any of the parts have warped, simply place it in boiling water for 
no longer than about five seconds, then remove it with a spoon and 
place it on a smooth, hard surface, such as a countertop, until cool.

Using a sharp knife, remove all of the flash from the outside edges as 
well as inside all of the window and door openings of the resin 
castings. Be especially careful along the vertical edges of the main 
wall parts; these edges are molded to interlock with one another. Once these assemblies have set, position the side wall and front wall 

together, using a small metal square or square alignment block to 
hold them at right angles; ensure the corners are oriented as shown 
above. Then, apply CA along the joint from inside, and hold the parts 
in place until the CA sets. Repeat this procedure to bond the other 
side wall to the front wall. Finally, bond the back wall to the two side 
walls. Be certain each joint is fully set before proceeding to the next.

The main structure assembly is now ready for painting. You can use 
any types and colors of paints you prefer, and depending on your skill 
and ambition, you can achieve some striking effects by masking off 
the stone and decorative areas, and airbrushing just the brick with an 
accent color (or vice-versa) before applying a mortar effect.

A simpler approach is to leave the walls their natural color and just 
apply an India ink wash (a 50-50 mix of water and rubbing alcohol, 
with a few drops of India ink added). Brush the wash over the entire 
building. When this has dried, dampen a paper towel with rubbing 
alcohol and wipe away the excess ink wash from the brick and stone 
surfaces. This was the technique used for the model in the photos.

Before removing them from the sheet, paint the windows. We 
recommend spraying them to achieve an even finish. Or, you can 
leave them their natural ivory color. When the windows have dried, 
cut all of the parts free from the fret with a sharp knife.

While the front wall assembly is setting, scribe two marks on each of 
the two side walls with a knife. Make one mark 3/16-inch below the 
top edge, and another 1/16-inch above the bottom edge (above left). 
Align a piece of strip styrene below the top line, and bond it in place; 
position the strip roughly centered left to right–there will be a small 
gap at each end. Then bond another styrene strip above the bottom 
line (above right). Repeat the process for the other side wall.

Note that the structure can be 
assembled in several different 
ways. For instance, the two side 
walls are interchangeable, so the 
bank can be positioned on either 
end of a block of buildings. 
(Optionally, the bank can be 
located between two other 
buildings, in which case the 
arrangement of the side walls is 
irrelevant.)

Additionally, the bank can be 
assembled with or without the 
drive-through at the back. If you 
do not want the drive-through, 
there are two wall plug parts to 
fill in the roof and window 
holes. Simply insert these plugs 
into the openings from the back 
of the wall, and secure them 
with dabs of CA.

Once you’ve decided which way you want to arrange the side walls, 
carefully test-fit all of the corners to ensure the interlocking is tight. 
This may require some adjustment along certain edges to obtain the 
best fit possible; this is most easily accomplished by scraping small 
amounts of material away with a knife, as opposed to cutting. Pay 
special attention to the top corners where the wall caps meet: be 
certain not to remove too much material at these points.

Complete the front wall by carefully inserting the main entrance 
(with the columns) into the opening on the front wall, and securing it 
in place with some CA applied on the back along the edges.
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This completes the assembly of the Broad Street Bank. We sincerely 
hope you’ve enjoyed building it. Who are “we”?  TownBuilder 
System is a collaborative project brought to you by Stonebridge 
Models and NZT Products. Together we’ve worked to ensure this 
kit is of the highest possible quality and value. If you have questions 
or suggestions to improve the product, please do not hesitate to get in 
touch with us. We value your feedback!

In the event that you require replacement parts, please contact 
Stonebridge Models.
 

1325 Ramada Ave.
Medford, OR 97504
www.stonebridgemodels.com
contact@stonebridgemodels.com
 

25 Rose Court
Toms River, NJ 08753
www.nztproducts.com
david@nztproducts.com
 

Kit design and all associated content are Copyright © 2011 
Stonebridge Models and NZT Products. All Rights Reserved.

Quality products for discriminating
modelers working in the small scales

®

Finally, install the floor part; this may require trimming one or more 
of the edges for a proper fit. Ensure that the large notch is oriented 
toward the main entrance, and the shallow notch toward the back 
door. Before bonding it in place, if you want to illuminate your bank, 
open up the hole in the middle, install the plastic LED adapter from 
above, slip on the washer from below, and insert the LED, as shown 
above. (Note that the LED includes a resistor, so it’s ready to wire 
directly into your accessories supply.) Secure the floor in place with 
some CA applied to the styrene strips on the side walls.

One last thing: if you want your bank named Broad Street Bank 
instead of First National Bank, paint the alternate sign casting as 
desired, and then bond it over the existing sign.

Next, assemble the windows. Begin with the large four-window part 
for the side wall. Peel the protective sheet off the back of the larger 
part; be sure you’ve removed all of the fine strips of backing from 
along the window mullions, as these have a tendency to separate from 
the rest of the backing. With the main part face-down on your work 
surface, position the lower sash part over the bottom; take particular 
care to align them properly. Then, apply the glazing over the upper 
openings, ensuring the bottom edge of the glazing aligns with the top 
edge of the lower sash part (below). Finally, remove the protective 
sheet from the lower sash, and apply the glazing.

For the main entrance, note that the glazing part has the number 447 
etched in the middle; when the glazing is positioned correctly, the 
number is centered in the transom over the doors (visible at right). 
Lastly, peel the protective sheet from the drive-through window part, 
and apply the glazing. Note that if you aren’t including the drive-
through, you’ll need to cut  the window and install just the door.

Now it’s time to install the windows and doors. Position them behind 
the openings and, while holding them firmly in place, apply CA to the 
corners. Continue holding the parts together until the CA sets.

Test-fit the roof part in the building; it rests on the top edges of the 
styrene strips on the side walls. Trim the part as necessary for a good 
fit with a knife and a steel ruler. Then paint and install it. We 
recommend simply spraying it dark grey or flat black. Apply a few 
drops of CA along the styrene strips, then press the roof part into 
place. For a final finished effect, paint the backs of the walls above 
the roof the same color as the roof itself.

We’re almost done! The last bit of work to do is the drive-through. (If 
you’re not including it, skip to the last step: installing the floor.)

The roof can be left its natural color, or sprayed dark grey, silver, or 
some other neutral structural color. For added interest, paint the 
channel that runs around the edge with an accent color appropriate for 
your bank’s “image.” Paint the recess on top dark grey or black.

Cut the styrene rod stock into two pieces each exactly 3/4-inch long 
by rolling the rod back and forth under a knife. After painting them as 
desired, bond them into the recesses in the ends of the drive-through 
island. Paint the transaction machine black, then install it in the slot 
on the island, oriented as shown below. Glue the drive-through roof 
in the slot over the window on the back wall, ensuring that it’s level.

 off

When installing 
the bank on your 
layout, locate the 
island about 3/4-
inch from the 
building.


